Asymmetric: 5001216 Glenn Code Zero

Design Info Design File:
D:\Dropbox\Fareast Sails\2022 Order\5001216 Glenn\5001216 Glenn Code Zero .des
Comments:
Initial Design Date: 10/2/2022
Boat:
Client:
Design Data
Asymmetric
Measurements
Luff length (SLU): 14.660m
Leech length (SLE): 12.778m
Foot length (SFL): 8.446m
Headboard Width: 0.030m
Three-quarter width: 3.489m Closest Pt: 2.880m
Half width (SHW): 6.092m Closest Pt: 5.360m
Quarter width: 7.538m Closest Pt: 6.991m
ORC Area: 75.029m?
IRC Area: 74.729m?
Surface Area: 72.346m?
Hoist height: 14.170m
J: 4.970m
Luff Curve Fanned Luff (@ 5.00% [0.406m]) Before BSeam
15.500m, 0.000m 100% (14.659m) : 0.000m 0.000m
11.625m, 0.000m 88% (12.967m) : 0.002m 0.320m
7.750m, 0.000m 77% (11.336m) : -0.018m 0.597m
3.875m, 0.000m 67% (9.800m) : -0.053m 0.784m
0.000m, 0.000m 57% (8.322m) : -0.073m 0.880m
47% (6.875m) : -0.066m 0.894m
37% (5.465m) : -0.060m 0.811m
28% (4.078m) : -0.049m 0.661m
18% (2.707m) : -0.034m 0.475m
9% (1.351m) : -0.018m 0.250m

0% (0.000m) : 0.000m 0.000m



Asymmetric: 5001216 Glenn Code Zero

Seam Allowances
Split
Zone: 1/a 0.025m
Zone: 1/b 0.025m
Zone: 2/a 0.025m
Zone: 2/b 0.025m
Zone: 3/a 0.025m
Zone: 3/b 0.025m

Edge Excesses
Luff
Sail: 0.000m

Total Seam Lengths (m)

Horizontal
Radial/Vertical
Bi-Radial Split
Materials

Material Area (m?
Cz15 37.32

Cz15 21.96

Cz15 13.19

Radial Cross
0.016m 0.025m
0.016m 0.025m
0.016m 0.025m
0.016m 0.025m
0.016m 0.025m
0.016m 0.025m
Leech Foot
0.000m 0.000m
11.90

227.65

13.78

Panels

1\2,1\5,1\10,1\13,1b\2
1b\5,1b\10,1b\13,2\2,2\3
2\4,2\5,2\6,2\7,2b\7
2b\6,2b\5,2b\4,2b\3,2b\2
3\2,3\5,3b\5,3b\2
1\1,1\4,1\7,1\8,1\11
1\14,1b\1,1b\4,1b\7,1b\8
1b\11,1b\14,2\1,2b\1,3\1
3\4,3b\4,3b\1
1\3,1\6,1\9,1\12,1b\3
1b\6,1b\9,1b\12,3\3,3\6
3b\6,3b\3



Asymmetric: 5001216 Glenn Code Zero
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